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   Spin Finish Pumps  

• Suitable for yarn lubrication
 • High mechanical and chemical resistance steel
 • Variations of connections and designs on demand 

Pump type

73НШ-0,05х4

71НШ-0,06х6

72НШ-0,06х8

72НШ-0,08х8

72НШ-0,16х8

72НШ-0,2х8

73НШ-1,6х4

Capacity rage
3см /об

Q-ty of flows, n Rotational speed, 
rev/min

Operating 
o

temperature, С

4

6

8

8

8

8

4

7-70

10-50

10-50

9-50

3-30

10-50

7-70

50

Each pump is tested at special stand for feed quantity.
2 oTesting medium – polymethylsiloxane liquid of 6 mm /s viscosity at 20 C

Pump type Size, mm         

72НШ-0,2х8

73НШ-1,6х4

L l1 l2

Pump mass, kg

145

131

93,5

80

15

23,2

4,1

3,7

Pump type Size, mm         

73НШ-0,05х4

71НШ-0,06х6

72НШ-0,06х8

72НШ-0,08х8

72НШ-0,16х8

L l1 l2

Pump mass, kg

112,5

127

141

143

155

60

75,5

89,5

92

104

13,85

14

14

14,7

17,6

1,2

1,45

1,7

1,8

3,0
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